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luxury viny tile luxury viny tile

Embossed Wearlayer
with PU finishing

Dimensions EN 427

Emboss / Surface

Class EN 649

Weight EN 430

Impact Sound Reduction EN 140

Dimensional Stability en 434

Fire Resistance EN 131501

Chemical Resistance EN 423

Abrasion Wear EN 425

Slippery Resistance

Identation EN 433

Anti-static Resistance EN 1815

Toxicity EN 71

Resistance to Fading ISO 105 B02

AbBB/Dibt low VOC (U-Sign)

Thermal Resistance EN 12524

Underfloor Heating

1212 x 222 x 4 mm

Regular

Wood

Semi-matte

42

1212 x 222 x 4 mm

Regular

Wood

Semi-matte

42

METROPOLITAN SCANDINAVIANCOLLECTIONS

Confort layer
Design film

High-density Comfort
& Acoustic Cork Backing

GLUE DOWN
PLUS

Dryback
solution with
extra comfort.

high
traffic

33 42/

EXTRA WARMTH 
AND COMFORT

OK RADIANT
HEATING

GLUE
DOWN

WATER
RESISTANCE

SOUND
REDUCTION

6-8 kg/m2

12 dB

Approved

Bfl - S1

Class 0 - Good

Pass Castor Chair (W)

DS (R9 very secure)

max 0,08mm

< 2kV

Non Toxic

6/8 Good

Certified

N. D.

Approved 28ºC


